
GA001A, GA001B, GA001M, GA002M,
GA003, GA004, GA005  Thermometer

Parts Included:

Head Assembly

Stake Pole

Bottom Pole

Top Pole

Assembly:

Adjustment:

Assembly Time: 

Usage:

Step 1: Attach center pole to the stake pole by screwing them together.

Step 2: Attach pole assembly to the head assembly by screwing it together.

Step 3: When assembled, place in the desired location by placing it in the ground with a 
gentle push, using your foot, to secure it in the ground.

Time:  10 minutes

When using this weather station outside, place unit in shaded area away from direct 
sunlight for most accurate reading of gauges, as direct sunlight may cause some 
deviation in gauge readings.

Temperature gauge adjustment:Temperature is adjusted by the knob shown on the 
Figure 1.

Note:  Temperature gauge accuracy is +/- 2 degrees Celsius or +/-3 degrees Fahrenheit. 
Humidity gauge accuracy is +/- 5%.

Figure 1

Troubleshooting (Adjusting Gauges): The gauge contained in this product is calibrated 
to reflect the current atmospheric conditions present during the time of this product's 
assembly. Vibration during the transportation of this product may alter the preset readings 
and accuracy of each gauge. To ensure the proper reading of each gauge, it is suggested 
that each unit be checked for accuracy before use. For accurate atmospheric 
measurements refer to a reliable source such as the newspaper, television, radio, and/or 
the internet. If adjustment is necessary, please follow the inside instructions for each 
gauge.
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